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VIBRO-AUDIO POD

The VIBRO-AUDIO POD powers IEPE transducers (up to 2)

and enables the raw time signal to be listened to or transferred to
a PC via its analog outputs for postprocessing. Two tacho signals
can also be recorded, in addition to the two analog signals. A

separate output is also provided for listening.
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provides a line or microphone level stereo output for -]

recording on a PC sound card

¢ With 1ts separate headphones output, it can be used as a

listening device during field inspection

¢ With optionnal PC software (MINI-MONITOR or SMART
BALANCING), it becomes a real-time vibration analyser, or

a two-plane balancer

The VIBRO-AUDIO POD model VAD-701
is a rugged accessory designed to assist in
transferring to the PC vibration or other
types of dynamic signals. It provides signal
conditionning for up to two IEPE
transducers. Alternately, voltage input mode
for each channel can be selected via a switch
(AC or DC). An analog stereo output
(microphone or line level)is available for
connecting to the audio input of the PC. The
data can then be post-processed using
compatible application software (MINI-
MONITOR and SMART BALANCING).Up
to two tachometer signals (TTL) can also be
used, in addition to the two signal channels,
when accurate speed measurement is
required.

The heart of the VIBRO-AUDIO POD
model VAD-701 1s a low cost, yet accurate
circuitry optimized for gathering dynamic
data on rotating machinery. The main
purpose of this device is to provide a very
economical solution to record high quality
vibration signals into the PC for further post-
processing. A companion vibration analysis
software package (MINI-MONITOR) is also
available in order to form a complete two-
channel machmery vibration analysis
system .



